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Springdale Fire Department 
Policy & Procedures Manual 
Volume 2 – Operations 
Section 203 – Fire Operations 
203.16 Automatic Aid (Fayetteville) 
 

SFD will provide automatic aid to the Fayetteville Fire Department based on geographical 
boundaries and response travel distances (refer to the City of Fayetteville Fire Service Map, dated 
September 27, 2004, located at SFD Stations 1, 2, and 5).  

 
When available, SFD Engine 2 will respond to quadrants 29 and 34.  When available, SFD 
Engine 5 will respond to quadrant 33.  A single map page of these three Fayetteville response 
quadrants is located in the map book of each respective apparatus. 
 
The primary role of either SFD Engine 2 or SFD Engine 5 is to fulfill the normal second due 
engine company responsibilities (typically water supply). 
 

• SFD Engine Company Responsibilities: 
 

   In the event that Engine 2 or Engine 5 is dispatched for automatic aid and is out of district 
(out of district is considered to be unavailable for automatic response to Fayetteville) 
Springdale Central Dispatch shall be immediately advised of such so that an additional 
FFD engine can be assigned.   

 
 Standard benchmark radio traffic (Responding, On Scene, Size Up, etc.) shall be 

transmitted to Springdale and Fayetteville Central Dispatch Centers on both the SFD and 
FFD radio frequencies.  The SFD Company Officer shall begin monitoring all FFD radio 
traffic immediately after being dispatched.    

 
 If Engine 2 or Engine 5 arrives on scene prior to a FFD unit, a scene size up on the FFD 

radio shall be transmitted. 
 
 All operations related communications (assignments, cancellations, etc.) between SFD and 

FFD units or Fayetteville CDC shall be on the Fayetteville Dispatch radio frequency.     
 

 


